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Answers to the Comments from the Editor:
1. Figures 1 and 2, as well as Tables 1 and 2 are reprinted from the reference 31 and reprint permissions have to be obtained from Elsevier. Please note that it is your responsibility to obtain reprint permissions for all parts of text, tables and figures that you wish to use in your manuscript submitted for publication in the journal Hemijska industrija.

Thank you, we have obtained the Reprint Permission from Elsevier for Figure 1 and we will upload it along with the corrected manuscript. As for Figure 2, we created the new drawing and replaced the existing Figure 2, along with the slight changes in text related to that figure. 

Regarding the Tables 1 and 2, they are similar to the ones given in reference 31, but only by shape - data they contain are completely different, due to the fact that the material considered in [31] was a plate of high-strength low alloyed steel, while seam pipes made from non-alloy steel for pressure purposes are considered in this work. In the corrected paper, we kept Table 1, while tensile properties which were in Table 2 are now given in the text (Yield Strength, Tensile Strength and Elongation at Fracture).
2. Please add a sentence in the Abstract and Conclusions about the significance of your results and potentials for further use.

These sentences are added to Abstract and Conclusion in the corrected manuscript. 
3. Please, log into your account and inspect Editor's version of the manuscript with mostly minor corrections in language and style. 
We have inspected the Editor’s version of the manuscript and we agree with all corrections. Also, we made the requested changes (mentioned above) in the same file, modified the text related to the new Figure 2 and deleted Table 2, as well as Acknowledgement section.  






